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Model: ASYG18KMTA / ASYG24KMTA

Specifications

Dimensions
(Unit : mm)

Optional parts

Compact Wired Remote Controller:
Wired Remote Controller (Touch Panel):
Wired Remote Controller:
Simple Remote Controller (Without operation mode):
Simple Remote Controller:

Communication Kit:
External input and output PCB:
External Connect Kit:
Wireless LAN Interface:
External Switch Controller:

UTY-RLRY
UTY-RHRY
UTY-RSRY

UTY-TFSXF2
UTY-TERX

Model No.
Indoor unit ASYG18KMTA ASYG24KMTA

AOYG18KMTA AOYG24KMTA

Single phase, ~230V, 50Hz
5.2(0.9-6.0)

Heating

EER 3.74 3.41
Heating 4.04 4.19

Pdesign
SEER 7.77

Heating (Average) 4.56

Heating (Average)
A

Annual Energy 234 341
Heating 1,472 2,372

Moisture Removal 1.7 2.7

Sound Pressure Level Indoor (Heating)
High
High
High
High

m3

High
Indoor mm

mm 632 × 799 × 290
Indoor

36(79) 42(93)

mm

m
25(15) 30(15)

20 25
-10 to 46 -10 to 46

Heating -15 to 24 -15 to 24

Refrigerant
R32 (675) R32 (675)

Wall Mounted 
Standard Series    
High Efficiency & Large Room

For ASYG24KMTA

A++
Rank

Cooling

A+
Heating

SEER SCOP

7.7 4.5
*1 *1

*1

High energy saving
Top class high efficiency is achieved by high efficient lamda heat 

Ø107 Large cross-flow fan

efficient air volume can be Ø107

Hybrid-heat exchanger
The heat exchange efficiency 
has been significantly improved 

exchanger, attaining the top-

Ø 5 mm
Hi-density heat 
exchanger

Ø 7 mm
Large heat 
exchanger

980

28
0

240
Low ambient operation

-15°C

Cooling

24°CHeating

46°C

-10°C

-15°C
at Heating

Smart device Control (Option)

New
Wireless
LAN Interface
(USB)

D U A L FA N

Network Convertor for single split (DC power supply type):
Network Convertor for single split (AC power supply type):
KNX® Convertor:
MODBUS® Convertor:

UTY-VTGX
UTY-VTGXV
UTY-VKSX* 
UTY-VMSX*


